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SEILE UND ZUBEhÖR | SChäKEL

S2135 & S2145 Schäkel mit Bolzen

 • vertrauenswürdige Crosby-Qualität
 • inklusive Quic-Check®-Zeichen
 • Lastenprüfung einzeln auf das 1,5-fache der Arbeitslastgrenze
 • Materialprüfbescheinigung Typ 3.1 nach EN 10204
 • DNV-Typgenehmigt: DNVGL-ST-0378 und DNVGL-ST-0377
 • Betriebstemperaturbereich von -20 ° C bis 200 ° C für S2135 und S2145
 • der S2135CT hat einen Betriebstemperaturbereich 

von -60 ° C bis + 200 ° C
 • geprägte Beschriftung im Bügelkörper für eine klare und dauerhafte 

Identifizierung
 • weiteste Ohr-zu-Ohr-Öffnung in der Branche
 • Sicherheitsfaktor 5
 • erfüllt die Leistungsanforderungen der technischen Spezifikation 

RR-C 271F
 • erfüllt oder übertrifft alle Anforderungen von ASME B30.26
 • achten Sie auf den Red Pin® - das Zeichen für echte Crosby-Qualität

Traglast 85,0–400,0 t

Modell
max. 

Traglast

Gewicht 
pro 

Einheit

Abmessungen
Preis 

pro Stück
A B C D D2 E F effektiver 

Körper-∅

t* kg mm mm mm mm mm mm mm mm Euro

S2135

1205009 85 78 133 83 330 85 80 190 162 76,2 781,00  

1205018 120 115 150 95 380 95 89 238 200 88,9 1.111,00  

1205027 150 162 173 108 385 105 100 275 230 101,6 1.278,00  

1205036 200 240 188 125 450 120 110 280 270 120,7 2.176,00  

1205045 250 306 215 140 520 130 115 305 290 127,0 2.769,00  

1205054 300 368 215 150 530 140 120 305 315 152,4 3.572,00  

1205063 400 602 240 175 575 160 160 325 365 177,8 5.061,00  

S2145

1205072 120 78 133 83 330 85 80 190 162 76,2 1.137,00  

1205081 150 115 150 95 380 95 89 238 200 88,9 1.278,00  

1205090 175 162 173 108 385 105 100 275 230 101,6 1.893,00  

S2135 S2145

RedPin®

Grosby - Qualitätsmerkmale Abmessungen 
D

F

D
B

C

E

D2 A D2

geprägte Beschriftung Quic-Check® Zeichen geringe Höhe

DNVGL-ST-0378 DNVGL-ST-0377

®
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*Ultimate Load is 5 times the Working Load Limit. Maximum Proof Load is 2 times the Working Load Limit. ** All bolts threaded UNC.

• Forged Steel - Quenched & Tempered. 
• Working Load Limits shown are for in-line pull.  For angle loading, see 

page 200.
• Fatigue rated at 1-1/2 times the Working Load Limit at 20,000 cycles.
• Recommended for in-line pull. 
• S-279 threaded UNC.
• M-279 metric threaded.
• Meets or exceeds all requirements of ASME B30.26 including 

identification, ductility, design factor, proof load and temperature 
requirements.  Importantly, these bolts meet other critical performance 
requirements including fatigue life, impact properties and material 
traceability, not addressed by ASME B30.26.

Size
(in.)

S-279
Stock No.

Working Load
Limit
(lbs.)*

Weight
Per 100
(lbs.)

Dimensions (in.)

 A**
Thread B C D E F G H

1/4 x 1 9900182 650 5.00 1/4 - 20 1.02 1.13 .75 2.29 .19 .53 .77
5/16 x 1-1/8 9900191 1200 9.00 5/16 - 18 1.15 1.38 .88 2.74 .25 .59 .95

3/8 x 1-1/4 9900208 1550 15.00 3/8 - 16 1.27 1.62 1.00 3.07 .31 .69 1.05
1/2 x 1-1/2 9900217 2600 28.00 1/2 - 13 1.53 1.95 1.19 3.70 .38 .91 1.27
5/8 x 1-3/4 9900226 5200 55.00 5/8 - 11 1.79 2.38 1.38 4.45 .50 1.13 1.53

3/4 x 2 9900235 7200 96.00 3/4 - 10 2.05 2.76 1.50 5.07 .63 1.38 1.71
7/8 x 2-1/4 9900244 10600 154.00 7/8 - 9 2.31 3.25 1.75 5.87 .75 1.56 2.00
1 x 2-1/2 9900253 13300 238.00 1 - 8 2.57 3.76 2.00 6.66 .88 1.81 2.30

1-1/8 x 2-3/4 9900257 15000 320.00 1-1/8 - 7 2.75 4.19 2.25 7.20 .97 2.06 2.35
1-1/4 x 3 9900262 21000 399.00 1-1/4 - 7 3.09 4.50 2.50 7.95 1.00 2.28 2.73

1-1/2 x 3-1/2 9900271 24000 720.00 1-1/2 - 6 3.60 5.50 3.00 9.49 1.25 2.75 3.28
1-3/4 x 3-3/4 9900280 34000 1040.00 1-3/4 - 5 3.75 6.26 3.50 10.48 1.38 3.00 3.60

2 x 4 9900289 42000 1880.00 2 - 4-1/2 4.00 7.62 4.00 12.31 1.81 3.38 4.50
2-1/2 x 5 9900298 65000 3250.00 2-1/2 - 4 5.00 8.76 4.50 14.88 2.12 4.25 5.50

S-279 UNC Shoulder Type Machinery Eye Bolts

Size
(mm)

M-279
Stock No.

Working Load
Limit
(kg)*

Weight Each
(kg)

Dimensions (mm)

 A**
Thread B C D E F G H

M6 x 13 1045753 200 .03 M6 x 1.0 13.0 28.7 19.1 47.0 4.9 13.5 19.6
M8 x 13 1045789 400 .05 M8 x 1.25 13.0 35.1 22.4 54.6 6.4 15.0 24.1

M10 x 17 1045833 640 .07 M10 x 1.5 17.0 41.1 25.4 64.3 7.9 17.5 26.5
M12 x 20.5 1045869 1000 .11 M12 x 1.75 20.5 49.5 30.2 77.7 9.7 23.1 32.8
M16 x 27 1045913 1800 .25 M16 x 2.0 27.0 60.5 35.1 96.0 12.7 28.7 38.9
M20 x 30 1045995 2500 .42 M20 x 2.5 30.0 70.0 38.1 108 16.0 35.1 43.4
M24 x 36 1046029 4000 1.05 M24 x 3.0 36.0 95.5 51.0 142 22.4 46.0 58.4

M27 x 69.8 1046038 5000 1.42 M27 x 3.0 69.8 107 57.1 183 24.6 52.3 59.7
M30 x 45 1046075 6000 1.77 M30 x 3.5 45.0 114 63.5 171 25.4 58.0 69.3
M36 x 54 1046109 8500 3.12 M36 x 4.0 54.0 140 76.0 207 31.8 70.0 83.3

M42 x 95.2 1046118 14000 4.58 M42 x 4.5 95.2 159 88.9 266 35.0 76.2 91.4
M48 x 102 1046127 17300 8.71 M48 x 5.0 102 194 101 313

46.0 85.9

114
M64 x 127 1046136 29500 14.74 M64 x 6.0 127 223 114 378 53.8 108 140

M-279 Metric

*Ultimate Load is 5 times the Working Load Limit. Maximum Proof Load is 2 times the Working Load Limit.  ** On Request: Special threading or as forged bolts for customer conversion.

S-279 / M-279
Shoulder Type

Machinery 
Eye Bolts

On Pages 200-201

SEE APPLICATION AND  
WARNING INFORMATION

Para Español: www.thecrosbygroup.com

®
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*Ultimate Load is 5 times the Working Load Limit. Maximum Proof Load is 2 times the Working Load Limit. ** All bolts threaded UNC.

• Forged Steel - Quenched & Tempered. 
• Working Load Limits shown are for in-line pull.  For angle loading, see 

page 200.
• Fatigue rated at 1-1/2 times the Working Load Limit at 20,000 cycles.
• Recommended for in-line pull. 
• S-279 threaded UNC.
• M-279 metric threaded.
• Meets or exceeds all requirements of ASME B30.26 including 

identification, ductility, design factor, proof load and temperature 
requirements.  Importantly, these bolts meet other critical performance 
requirements including fatigue life, impact properties and material 
traceability, not addressed by ASME B30.26.

Size
(in.)

S-279
Stock No.

Working Load
Limit
(lbs.)*

Weight
Per 100
(lbs.)

Dimensions (in.)

 A**
Thread B C D E F G H

1/4 x 1 9900182 650 5.00 1/4 - 20 1.02 1.13 .75 2.29 .19 .53 .77
5/16 x 1-1/8 9900191 1200 9.00 5/16 - 18 1.15 1.38 .88 2.74 .25 .59 .95

3/8 x 1-1/4 9900208 1550 15.00 3/8 - 16 1.27 1.62 1.00 3.07 .31 .69 1.05
1/2 x 1-1/2 9900217 2600 28.00 1/2 - 13 1.53 1.95 1.19 3.70 .38 .91 1.27
5/8 x 1-3/4 9900226 5200 55.00 5/8 - 11 1.79 2.38 1.38 4.45 .50 1.13 1.53

3/4 x 2 9900235 7200 96.00 3/4 - 10 2.05 2.76 1.50 5.07 .63 1.38 1.71
7/8 x 2-1/4 9900244 10600 154.00 7/8 - 9 2.31 3.25 1.75 5.87 .75 1.56 2.00
1 x 2-1/2 9900253 13300 238.00 1 - 8 2.57 3.76 2.00 6.66 .88 1.81 2.30

1-1/8 x 2-3/4 9900257 15000 320.00 1-1/8 - 7 2.75 4.19 2.25 7.20 .97 2.06 2.35
1-1/4 x 3 9900262 21000 399.00 1-1/4 - 7 3.09 4.50 2.50 7.95 1.00 2.28 2.73

1-1/2 x 3-1/2 9900271 24000 720.00 1-1/2 - 6 3.60 5.50 3.00 9.49 1.25 2.75 3.28
1-3/4 x 3-3/4 9900280 34000 1040.00 1-3/4 - 5 3.75 6.26 3.50 10.48 1.38 3.00 3.60

2 x 4 9900289 42000 1880.00 2 - 4-1/2 4.00 7.62 4.00 12.31 1.81 3.38 4.50
2-1/2 x 5 9900298 65000 3250.00 2-1/2 - 4 5.00 8.76 4.50 14.88 2.12 4.25 5.50

S-279 UNC Shoulder Type Machinery Eye Bolts

Size
(mm)

M-279
Stock No.

Working Load
Limit
(kg)*

Weight Each
(kg)

Dimensions (mm)

 A**
Thread B C D E F G H

M6 x 13 1045753 200 .03 M6 x 1.0 13.0 28.7 19.1 47.0 4.9 13.5 19.6
M8 x 13 1045789 400 .05 M8 x 1.25 13.0 35.1 22.4 54.6 6.4 15.0 24.1

M10 x 17 1045833 640 .07 M10 x 1.5 17.0 41.1 25.4 64.3 7.9 17.5 26.5
M12 x 20.5 1045869 1000 .11 M12 x 1.75 20.5 49.5 30.2 77.7 9.7 23.1 32.8
M16 x 27 1045913 1800 .25 M16 x 2.0 27.0 60.5 35.1 96.0 12.7 28.7 38.9
M20 x 30 1045995 2500 .42 M20 x 2.5 30.0 70.0 38.1 108 16.0 35.1 43.4
M24 x 36 1046029 4000 1.05 M24 x 3.0 36.0 95.5 51.0 142 22.4 46.0 58.4

M27 x 69.8 1046038 5000 1.42 M27 x 3.0 69.8 107 57.1 183 24.6 52.3 59.7
M30 x 45 1046075 6000 1.77 M30 x 3.5 45.0 114 63.5 171 25.4 58.0 69.3
M36 x 54 1046109 8500 3.12 M36 x 4.0 54.0 140 76.0 207 31.8 70.0 83.3

M42 x 95.2 1046118 14000 4.58 M42 x 4.5 95.2 159 88.9 266 35.0 76.2 91.4
M48 x 102 1046127 17300 8.71 M48 x 5.0 102 194 101 313 46.0 85.9 114
M64 x 127 1046136 29500 14.74 M64 x 6.0 127 223 114 378 53.8 108 140

M-279 Metric

*Ultimate Load is 5 times the Working Load Limit. Maximum Proof Load is 2 times the Working Load Limit.  ** On Request: Special threading or as forged bolts for customer conversion.

S-279 / M-279
Shoulder Type

Machinery 
Eye Bolts

On Pages 200-201

SEE APPLICATION AND  
WARNING INFORMATION

Para Español: www.thecrosbygroup.com

* Schäkel S2135 bis zu 1.500 t auf Anfrage erhältlich • * Schäkel S2135CT bis zu 600 t auf Anfrage erhältlich




